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PHOTOGRAPHS AND NATIONAL DEFENSE 
— The Detroit News — 

C L I C K , i iii N n i l - C I T I N K 
If any other Detroit amateur photographers click 

their way into the chnk. may their taking of pictures 
and sitting in the jug take place during the middle of 
the week. 

It just happens that every one of a half do/.en or 
so cases known to the writer where a photographer was 
taken into custody for making photographs oui ot 
turn, happened either on Saturday Sunday. 

While the photographer squirmed in the calahotise. 
officials would be trying by telephone to call up refer­
ences to confirm what officials seemed invariably to con­
sider a most suspicious story. And being the week end. 
the persons supposed to be at the other end of the line 
were inconveniently away from home. 

Nothing worse happened than an hour or twos 
detention at a station hĉ use or county jail. Eventually 
corroboration was obtained for all the innocent phon^g-
raphors' stories. In mid-week, the suspects would have 
been cleared within a few minutes. 

P R O H I B I T I D S U B J T : C T S 
Inquiry of the two Federal agencies concerned 

with counter-espionage ( who requested that their of­
ficial designations be left out of this) revealed ihai 
neither one has on file an official order specifically list­
ing the subjects that are illegal to photograph. 

It seems almost as if it were the purpose to leave 
the whtole matter to the discreticm of local officials. A 
photographer taking pictures out in the open where he 
may be observed is liable to be taken into custody al­
most anywhere. 

It certainly is reasonable enough that no jihonv 
graphs be made of war plants, which means almost all 
factories, of means of transportation, railroads, bridges, 
public utilities, harbors, docks, and defense equipment. 

One Detroit blue-coat told a young woman whom 
he arrested and this is simply his version of it — that 
• nobody is allowed to take any j>ictures south of Jef­
ferson avenue." T h i s is another way of saying no 
pictures of industrial plants and the water front. 

A man at a federal agency concerned with such mat­
ters suggested that amateurs confine their photography 
entirely to their own yards — just to be on the safe 
side. 'Fhere is no legal or logical ground for such 
severe restriction. 

O P E N F I E L D S 

Purely as opinion and only that, it seems to the 
writer that amateur photography is not hampered at 
all. How many docks, railroad bridges and tactories dn 
must of us shoot in a summer anyhowi* 

We make portraits, pictures around the home and 
garden, color and monochrome pictures at inland lakes 
and parks and vacation pictures, liven the most sus­
picious constable would probably regard a rural land­
scape or a cow-pasture photograph as innocuous. 

In short, if discretion is used: if. only as a mat­
ter of courtesy, permission is asked of the farmer when 
his premises are entered or photographed, notbing like 
ly will happen. The prohibited subjects are those that 
mc ŝl of us would noi take anyhow. So our style is 
not cramped at all. 
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R E C F N T C A S E S 

However, not to make the prospects seem too rosy 
and to illustrate how even the most innocent photog­
rapher may sec the inside of a hoosegow for the first 
lime, here are some examples of what may happen to 
unlucky or indiscreet amateurs. 

Last Sunday morning, a young professional 
woman who lives at the Pasadena apartment on East 
Jefferson avenue, sauntered out into the beckoning sun­
light with her camera. She stopped to take a close-up 
of a clump of grass in an empty lot, pointing the cam­
era from a kneeling position. A watchman who saw 
this, telephc^ned the police. 

Later on. that grass photography mistified the 
cops most of all and seemed most inexplicable and 
hence most suspicious. Certainly the Japs and Nazis 
were mixed up in something as goofy as that. Ap­
proaching the river, the young woman pointed her 
camera at a waterlogged barge at which point the of­
ficers in a scout car nabbed her. 

After a ride in two scout cars, an involuntary visit 
of several hours at the Hunt street station and the 
answering of innumerable questions, she finally was re­
leased. One of the cops either pretended to be or actual­
ly was terribly dumb about photography. He wanted 
to check on the girl s story of what she had photo­
graphed. So he took out the roll of Double X and in­
spected it from end to end to find the images. 

Several members of the Photographic Guild were 
arrested north of Pontiac when they attempted to 
photograph a hip-roof barn and a country school house. 
Deputy sheriffs took them to jail and kept them there 
until the arrival of the sheriff who released them with 
apologies. 

A newspaper photographer, with credentials at 
that, was arrested at Durand, Mich, for making a 
photograph of the village depot. He had previously re­
ceived permission from one railroad official but another 
one. who felt slighted, caused his arrest. Being Salur 
day afternoon, the sheriff had quite a time locating De­
troit persons who would verify the credentials, which 
after all might have been forged. 

F O R 
V I C T O R Y 

R U Y 
U N I T E D 
S T A T E S 
S A V I N G S 

BONDS AND S T A M P S 

K O H L E R Q U A L I T Y 

is sound economy 
Kohler quality is sound economy for large-scale 

housing projects — as it is for military anci naval 
housing, hospitals, and industrial plants. 

Kohler's popular " G " boiler — the one illustrated 
— is used in these developments because it is built 
to deliver maximum heat with minimum waste. Large 
upper nipples to provide internal circulation between 
sections, scientific heat-trapping due design, large and 
effective heating surfaces, and elficient heat-retaining 
insulation enclosing the entire boiler, all contribute to 
the remarkable operating economy of this boiler. A 
large firebox with ample fuel capacity permits long 
firing periods. The " G " boiler is designed for quick 
and easy installation . . . made for long-time trouble-
free service. 

Kohler boilers, radiators, and parts are avai lable 
for emergency repairs and replacements in accord­
ance with W.P.B. Order P-84 -— also on orders quali­
fying for a Priority Rating of A-10 or better. Kohler Co. , 
Kohler, Wis. Milwaukee showroom, 751 N. Jefferson St. 

K O H L E R OF K O H L E R 
P L A N N E D P L U M B I N G H E A T I N G 

When t"i)rresponi1iii« Wil l i Our Ailvcrtiscrs Please Mention The Wiscons in Architect 
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STRUCTURAL INSULATING BOARD STANDARDS 
A revision o f Simplified Practice Recommendation 

R179-41 . lor Structural Insulating Board (vegetable 
fiber type) bas been approved by the industry and is 
effective from June 1. 1942. according to an announce­
ment i i f the Divisic^n o\ Simplified Practice of the 
NaiitMial Bureau c f̂ Standards. 

The revised recommendation will be identified as 
Simfilified Practice Recommendation R l 79-42. 

As originally promulgated in 1941. the rccom-
mentlation covered standard sizes, thickness and treat­
ment of edges for various types of vegetable fiber in­
sulating board. 

The current revisic^n eliminates the x 8 inch 
sheathing board as a standard size and adds the 4 x 6 
inch building board with ' j . ^4 -md 1 inch thicknesses 
as siaiulanis. 

Until printed copies are available, free mimeo 
graphed copies of this revised recommendation may be 
obtained from the Division of Simplified Practice. 
National Bureau of Standards. Washington. D. C . 

REINFORCING BARS REVISED P R A C T I C E 
T h e Division of Simplified Practice. National Bur­

eau of Standards, announces a revision ol the simplified 
list of cross-sectional areas for steel reinforcing bars, 
effective from June 15, 1942. 

1 he first edition t̂ f this recommendation, approved 
by the industry in 1924. established 11 cross-sectional 
areas, the purpose being to retain as many as possible 
of the advantages which had accrued to the industry as 
a result ol simplification during World War I. under 
the guidance of the Conservation Division of the War 
liulustries Board. The 19 24 list reduced the prevailing 
variety of sizes from ^2 to 11. an elimination of more 
than 6 5 per cent. 

A revision of this recommendation in 19^0 left 
undisturbed the listing of 1 1 cross-sectional areas. Ijut 
expressed those areas in hundredths, instead of thous­
andths of a square inch. T his was done to further sim-
plily the work of engineering design where reinft^rced 
concrete is used, Hngineering handbot>ks. reference 
tables, wall charts, and other texts immediately recog­
nized this change. 

The industry, therelore. was well prepared at the 
advent of the present war to effect a further reduction in 
variety, if such action would lurther conserve materials 
rolls, and manpower for the war program. In conse­
quence. R26 "iO was revised in May. l')42. to dispense 
with the use of the ' ..-inch scpiarc bar U»r the duration. 

Consonant with the accord of the industry and tin-
war agencies on this action, the Division of Simplified 
Practice. National Bureau of Standards, has notified all 
acceptors of record concerning this emergency revisi'': 
of R26-'^0. 

In additiim to the simplified schedule itself, the 
new publication. R26-42 . vSteel Reinforcing Bars, will 
include a brief history of the development of the projec' 

Until the printed issue is available, free mimeo 
graphed copies of this revised Simplified Practice Recom-
mendaticjn may be obtained from the Division of Sim 
plified Practice. National Bureau ĉ f Standards. Wash­
ington, D . C . 

WTicn ('orr< s|"jii>liiiK With Our A ' ivct l iscrs 

THE CONSERVATION O F CRITICAL MATERIALS 
IN CONSTRUCTION 

A /Vo(/rfss Memorandum to The Construction Industry 
By Cooperutmy Committees of 

T i l l - A M I - . R I C A N iNSTITUTJ-. OF ARCHITECTS 
(Uid 

Till P R O D U C I - ; R S ' C O U N C I L , I N C . 
June 2T I'HZ 

{Contmiu'd from May-June Issue) 
Menn>randum — Conservation of Critical Materials 

DEMOLITION 
Specifications should par t icu la r ly require that care he ex­

ercised so to conduct operations as to insure m a x i m u m salvage 
of cr i t ical materials and that same be properly sorted to faci l i ta te 
re use or avai lahi l i ty as scrap. 
EXCAVATION AND GRADING 

T h e use of h e m p or jute mats, in blas t ing, should be 
avoided by speci fy ing t i m b e r coverage. 

As i n "Demolition" the specifications shouKI p rov i i l e f o r 
the salvaging and so r t ing o f a l l p i p i n g , con i lu i t . and other c r i t i 
cal materials. 

Exis t ing u t i l i t y service connections should be locateii . pro­
tected and mainta ined f o r re-use or salvaging. 
SHORING. SHEET PILING & BRACING 

Thi s p o r t i o n o f the w o r k should be ca re fu l ly studied to 
e l iminate both s tructural and sheet metal and make the ful lest 
possihie use o f wood . 

Concrete foot ings , wherever possible, should be designed 
w i t h o u t the use o f r e i n f o r c i n g ste«.l. I n many cases, masonry 
may he substituted. 

T h r o u g h careful design and Icxration o f construct ion and 
expansion joints f o u n d a t i o n walls o f concrete may be con­
structed w i t h o u t re inforcement . I n many localities ruhhle mason­
ry w i l l Ix- not on ly satisfactory but economical. 

Greater use should be made o f concrete blocks and struc 
tura l clay t i l e f o r f o u n d a t i o n wal ls , especially f o r smaller 
structures, using materials adapted to f rost and weather ing 
where such condi t ions apply . 

W h e r e ready m i x e d concrete plants are available specifica 
tions should require the use o f the ready mixed product and 
so avoid the use o f unnecessary job equipment . 
MASONRY AND CONCRETE W^ORK ABOVE GRADE 

Poured concrete walls should he designed to reduce re­
i n f o r c i n g to the m i n i m u m and masonry walls o f br ick or struc 
tura l clay t i l e or concrete uni ts should be designed to avoid the 
use o f metal ties, w i r e mesh or other metal accessories. 

T h e Por t land Cement Associat ion has developed design 
data w h i c h reduces the use o f steel to a m i n i m u m and f ac i l i 
tates the redesigning o f steel structures in re inforced concrete. 
(Comparative studies o f f l o o r and roof construction w h i c h insure 
the m a x i m u m conservation of c r i t i ca l materials are also available. 

L i g h t we igh t concrete materials reduce the m o u n t o f sup­
p o r t i n g and r e i n f o r c i n g steel. 

Design masonry exteriors so that openings may be spanned 
w i t h stone l intels or b r i ck arches, o n the face, and w i t h brick 
arches or wood l in te ls f o r support o f backing. 

Des ign chimney tops and masonr>' vent flues f o r stone, 
terra cotta, concrete or s imi la r finish instead o f metal-

Chimneys and fireplacc-s should be studied to e l iminate 
metal accessories. 

Openings f o r smoke pipes can be fo rmed w i t h t i l e instead 
of metal p ipe rings. 

Specify precast concrete, clay t i l e , W«MK1 or other types of 
non-meta l l ic vents. 

Ready-mixed concrete, where available, should be s|x-cified 
to avoid unnecessary j o b equ ipment . 

Please Mention The Wiscons in Architect 
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CUT STONE 

Advice should be sought f r o m contractors atid producers 
as to methods of j o i n t i n g and b o n d i n g w h i c h e l iminate the use 
of metal anchors, etc. 

FLOOR AND ROOF CONSTRVCTTION 
Concrete H(x>rs or slabs supporte-d on the g round should 

he ilesigned t o e l imina t e r e i n f o r c i n g . 
I n concrete floor and roof construction increase thickness 

and reduce r e i n f o r c i n g . 
Reference is made under "Masonry and Concrete W o r k ' 

above to the ava i l ab i l i t y o f comparat ive studies o f floor and r<x)f 
c( nstructions w h i c h insure the m a x i m u m conservation o f cr i t ica l 
materials, and to the ava i l ab i l i ty o f l i gh t weight concrete ma­
terials which reduce the amoun t o f suppor t ing and re in fo rc ing 
steel. 

W h e r e fireproof structures are, f o r whatever reason, manda­
tory, adopt systems of const ruct ion r equ i r i ng the m i n i m u m 
quant i ty of steel. Concrete joists in combina t ion w i t h t i l e pro-
vitle- soffits to w h i c h plaster may be apj) l ied directly. 

In all cases requ i re the use o f wcxxl fo rms and avoid the 
use o f metal specialties unless inc luded in the list of | x r m i t t e d 
uses. 

Locid practice f r equen t ly employs greater l ive loatis than are 
necessary. These should be reduced to the m i n i m u m consistent 
w i t h safety. 

WALKS AND DRIVEWAYS 
Concrete walks and driveways may f requent ly be increased 

i n thickness and the use o f r e i n f o r c i n g avoided. 
STAIRS AND STEPS 

Stairs and steps should be designed i n reinforced concrete 
us ing w ( x x l fo rms , as a substitute f o r steel and i r o n . 

Use non-s l ip inserts o r an integral material i n place o f 
metal safety treads. 

Construct exter ior steps o f masonry, cut stone or wocxi. 

STRUCTURAL STEEL 
W h e r e s t ructural steel is p e r m i t t e d , the des ign s h o u l d be 

ca r e fu l l y s tudied to insure the u tmost va lue f o r every p o u n d o f 
steel used. 

A review o f most structures w i l l show that assumed l i v e 
loads are too great and design stresses ux) l ow . 

Suppor t should be g i v e n to the efTort b e i n g made to b r i f i g 
these factors i n t o l ine w i t h emergency requi rements . 

Designers should consul t w i t h steel fabr ica tors f o r i n f o r m a ­
t i o n as t o the reduced l is t o f sizes and shapes o f ava i l ab l e sections. 
MISCELLANEOUS METAL 

T h e use o f a l u m i n u m , c a d m i u m , n i cke l , m a g n e s i u m , vanad 
i u m an i l c h r o m i u m is p r o h i b i t e d , f o r cons t ruc t ion purposes , ex­
cept c h r o m e p i g m e n t f o r certain types o f camouf lage p a i n t . 

Copper and its al loys, i n c l u d i n g brass and b r o n z e , are p r o ­
h i b i t e d except f o r a specific l i s t o f essential uses. T h e use o f 
meta l l i c lead i n cons t ruc t ion w o r k is to be avo ided , except w h e r e 
the use o f a less c r i t i ca l mater ia l is imprac t i ca l . Irs use f o r a 
specific l is t o f i tems is p r o h i b i t e d , except w h e r e r e q u i r e d t o 
c o m p l y w i t h U n d e r w r i t e r s ' Regulat ions and Safety R e g u l a t i o n s 
issued under governmenta l au thor i ty . 

T h e use o f steel and iron is l i m i t e d to a specif ic l i s t o f 
essential uses w h i l e t i n and zinc and thei r prcxlucts , are per­
m i t t e d f o r a very l i m i t e d list o f specific and essential uses. T h e 
use o f z inc f o r protc-ctive coatings is conf ine i l to a f e w c o n d i t i o n s 
where cor ros ion or ex t reme wea ther ing is to be e x p e r i e n c e d . 

W h e r e steel or i r o n is used and exposed to the wea the r p r o ­
tect ion can be obta ined by b o n d e r i z i n g and p a i n t i n g . 
METAL DOORS AND WINDOW^S, FRAMES AND SASH 

Steel and i r o n d(xjrs , sash and f rames may be used at fire 
exposure openings and f o r large hanger d(X)rs. 
ROOFING AND SHEET METAL 

T h e use o f copper, t i n , le-ad, and steel and i r o n f o r r o o f i n g 
is p r o h i b i t e d , except leail flashings may be used f o r v e n t p ipes 

t£cctJiiciUf 
Is Important to the War Effort 

A n adequate s u p p l y of electricity, most efficiently u s e d , i s 
highly essent ia l in the w a r effort this year . C o n s e q u e n t l y , 
our sa les forces, w h i c h normal ly promote i n c r e a s e d u s e s 
of electricity, are n o w funct ioning in a serv ice a n d a d v i s o r y 
capaci ty for our customers. 

W e wi l l be g l a d to assist our customers on a n y e l e c t r i c a l 
problems, p a r t i c u l a r l y the fol lowing: 

VttnvT Sii/tply — Iniliislriiil I'tnviT — Initiislriiil l.ifililinii — CoinnuTrial 
Lifchliiiu — Ilium- Linhlinpc fin Ciimjnri. Ef]iiii'niy. iinil l:\isinhl I'ro-
Ivction — Ciimnivrciiil Electric Conking iiml Ifiikinn — llnnic Scriicc 
Relalinii to Food Conscri aliim. I'rrsvri iilinn. .\tilrilion. iinil the Cure 
(//If/ lisr iif lliiliir Eqiiipini nl. 

Whatever e lectr ical prob lem y o u m a y h a v e , feel f r e e to 
cal l upon us. P h o n e D A l y 6600. 

\V . \42 s i n E l e c t r i c P o w e r 
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i n pe rmanent cons t ruc t ion and steel a m i i r t )n may be useil f o r 
l lash in^s , gutters, downspouts , skyl ights , vent i la tors , and louvt-rs 
n o t heavier than 26 gauge to the extent that n o n meta l l ic ma-
t t r i a l s are not ava i l ab le 

W h e r e exp<)sed sheet metal w o r k is p e r m i t t e i l i n permanent 
c o n s t r u c t i o n , a galvanized coa t ing may be useil. Sheet metal 
may be protected by b o n d e r i z i n g . heavy b i t u m i n o u s coatings, red 
lead or o ther suitable l i q u i i l coatings. 
CAKPliNTRY 

T h e regulat ions p r o h i b i t i n g the use of metals w i l l neccssi 
tate the greater use o f w ( K ) d . T h e l u m b e r indus t ry , i n o rder to 
meet the demands, w i l l f i n d d i f f i c u l t y i n f u r n i s h i n g seasoned ma­
te r i a l or the grades and ilimens^ons here to fore available, and 
Arch i t ec t s an»l Hngineers should design w i t h these condi t i t )ns in 
m i m l . 

Woo«.i f r a m i n g should be i lesigned to m i n i m i z e use of 
me ta l jois t ani l beam hangers and post caps. Meta l devices, de-
s ignet l o n eng ineer ing pr inc ip les , fac i l i t a te the cons t ruc t ion of 
trusses o f l o n g spans where steel w o u l d o r d i n a r i l y be used. 

N a i l sizes should be ca r e fu l l y considered. A w e l l studied 
n a i l i n g schedule can, w i t h advantage, be placed o n the drawings. 
T h i s practice has already been adopted i n some sections o f the 
c o u n t r y . 

I n finished carpentry it w i l l be f o u m l that manufacturers ' 
s tandard m i l l w o r k is more economical i n mater ia l and p r fk iuc 
t i o n cost than specially designed hnish. Use standard m i l l w o r k 
t o the fu l les t extent. 

W h e r e necessary to use wood i n IcKations subject to fire 
hazards, study metho<.ls o f p ro tec t ion — fireproofing o f w o o d by 
c h e m i c a l t rea tment , fiameproofing by sp ray ing w i t h a fire re-
l a r d e n t or c o v e r i n g w i t h a non-combus t ib l e and non-conduc t ing 
m a t e r i a l , p rov ide v a r y i n g clegrees o f p ro tec t ion . 

Heavy t imber cons t ruc t ion can be substi tutei l i n place of 
steel , i n many instances. 

Cer ta in woods p rov ide substitutes f o r steel tanks, pipe 
l ines , gutters, and downspouts . 

T h e ava i l ab i l i t y o f acceptable treatments f o r the preser\'a-
r i o n o f l u m b e r against inscx:ts and rot de te r io ra t ion permits a 
w i l i e r use o f lumber , as a subst i tute f o r c r i t i c a l metals, i n many 
types o f const ruct ion . 

Indus t r i a l w o ( x l sash details are b e i n g developed as a 
subs t i tu te f o r metal sash. 

W o o d g r i l l e s can be subst i tuted f o r meta l i n the s ink sc-c 
t i o n s o f k i t chen cabinets and radia tor enclosures. 

Research is c o n t i n u i n g to deve lop i m p r o v e i l technics in the 
p r o d u c t i o n o f p l y w o o d to render i t adaptable to an increasing 
n u m b e r o f uses as a subst i tute f o r c r i t i ca l materials . 

A m o n g these developments are m o u l d e d p l y w i K x l and 
waterpr<x>f panels f o r exter ior use. 
FURRING AND LATHING 

T h e use o f metal f t ) r f u r r i n g and l a t h i n g , except w i r e fabric 
is p r o h i b i t e d . 

In place o f metal , f u r r i n g may be o f masonry (s t ructura l 
c lay t i l e , c inder concrete or g y p s u m b k x k ) or WOCKI, as required 
b y cond i t ions . 

W O C K I f u r r i n g may be repr<K)fed where non combus t ib le 
m a t e r i a l is recjuired. 

Cer ta in prefabr icated plaster base materials p rov ide substi 
tu tes f o r p r o h i b i t e d metal la th . 
INTERIOR MARBLE. SLATE AND S'TRUCTURAL GLASS 

M a r b l e , slate or s t ruc tura l glass may be subst i tu ted f o r metal 
i n t o i l e t stalls, shower compar tments and first aid rooms. Marb le 
u n i t par t i t ions are avai lable w h i c h e l i m i n a t e c r i t i c a l materials, 
except f o r hinges and strikes. 

A d v i c e should be sought f r o m producers i n these divis ions 
t o i l e t e rmine details o f i n s t a l l a t ion w h i c h w i l l avo id use o f 
c r i t i c a l metals. 

Mastics are avai lable f o r the ins ta l l a t ion o f w a l l f m i s h . 
TERRAZZO AND OTHER FLOOR FINISH 

T h e terrazzo indus t ry is o f f e r i n g plastic strips i n place o f 
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the metal previously employed. M a r b l e mosaic and strips have 
also been successfully employed as d iv i i l e r s anil the industry is 
endeavoring to devel t jp other materials which may be used. 

T h e use o f w h i t e Por t l and C'ement f o r factory floors p ro 
vidcs refiecting quali t ies w h i c h reduce l i g h t i n g requirements re 
su i t i ng in the conservation o f the c r i t i ca l materials required f o r 
elect real work . 

A new type of asphalt t i l e , designed to prevent the accumu 
la t ion o f static ek-ctr ici ty. has been developed f o r use i n arsenals, 
shell and boinb load ing plants, hospitals, and various industries 
i n w h i c h static e lectr ic i ty presents a safety hazard. 
TILE 

T i l e is not on the p roh ib i t ed list but many installations o f 
wa l l t i le reqinre the use of metal la th, now p roh ib i t ed , or w i r e 
fabric. I f w i r e fabr ic is not available, it is suggested that the 
adhesive which permits the appl ica t ion of t i le to a dry base, be 
investigated. 

T h e t i l e i ndus tn ' has developed a t i l e ba th tub w h i c h may 
be b u i l t i n place. T h i s may be f o u n d to be a satisfactory sub 
stitute f o r fixtures o f c r i t i ca l materials. 
HOLLOW" METAL AND METAL COVERED WOOD 

A r e p roh ib i t e i l except at fire exposure openings and for 
large hanger dcx)rs. 
WEATHER STRII'S 

Meta l wc-ather strips are p r o h i b i t e d . Stor tn sash offers a 
means of reducing heat losses at exterior openings. 
WINDOW AND DOOR SCREENS 

N o n ferrous metal frames and screening are p roh ib i ted . 
Use wood frames and steel or i r o n screening. T h e l i f e of 

steel or i ron screening may be considerably extended th rough 
the appl icat ion of selected protect ive coatings, other than zinc. 
PAINTS 

A l u m i n u m is on the p r o h i b i t e d list. Lead and "Amer ican 
PrcKessed" zinc o x i d e f o r p igmen t use are now available. 

Manufacturers are r e f o r m u l a t i n g their standard prcxiucts to 
use available or less c r i t i ca l or non cri t ical materials and archi 
tects should consult w i t h the representative o f producers to de­
termine the available materials best adapted to part icular uses. 
PLASTICS 

In addi t ion to the plastic strips, above ment ioned in con­
nection w i t h terrazzo flooring, plastic t r i m f o r in t e r io r finish, in 
e lud ing cabinets, counter tops, etc., has been developed. 

Plastics are be ing substi tuted f o r metals in connection w i t h 
hardware and l i g h t i n g fixtures. 
HARDW^ARE 

Hardware manufactures are required to e l imina te non- fe r 
rous metals except brass and bronze f o r the w o r k i n g parts o f 
IcKks. 

Protective zinc coatings may be used on hardware only 
where exposed to extremely corrosive condit ions. 

Plastics may. i n many cases, be used f o r hardware t r i m . 
Use glass or plastic push plates. Tempered hardboard produces 
satisfactory k i ck plates. 
INSULATION 

Insu la t ing materials i n conserv ing heat losses, cont r ibute to 
the conservation o f cr i t ica l materials th rough reductions i n re 
qu i red capacity o f heat ing equ ipment . 
HEATING. VENTILATING AND AIR CONDITIONING 

Boilers and furnaces have been developed w i t h metal weight 

substantially reduced. 
N o n metal l ic boards are be ing used i n re turn air duct sys 

tems and effor ts are b e i n g made t o find acceptable substitutes that 
are not only practicable but fire resistant, f o r w a r m air ducts. 

I n connect ion w i t h heat ing ecjuipment and accessories many 
stock items f o r m e r l y l isted have been discont inued, or are un 
available, and in des igning heat ing and ven t i l a t i ng installations 
i n f o r m a t i o n should be obta ined as t o the ava i l ab i l i ty o f certain 
types o f equ ipment , accessories, etc. 

Steel and i r o n are pe rmi t t ed f o r air c o n i l i t i o n e i |u ipnient 
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made mandatory by m a n u f a c t u r i n g and prwessin^; pr«K"cdures. 
only to the extent that other substitutes, other than ferrous and 
non firrrous metals, are not available. 
ELECIRICAL 

T h e restrictions imposed upon the use of copper and rubber 
t a l l for careful study in the design of electric instal lat i(»ns. 

The Edison Electric Ins t i tu te reports activity' i n lower cost 
w i r i n g and materials pa r t i cu la r ly designed to conserve rubber 
and copper and yet retain a h i g h safety factor and efficiency. 

In this connect ion covered neutral cable ( C N X ) has be-en 
picaed on the pe rmi t t ed l is t o f c r i t i ca l materials f o r defense hous­
i n g and has been approved by the Electrical Commit tee f o r 
Code Acceptance. 

L i g h t i n g f ixtures in the subst i tu t ion of glass, plastics, steel 
and i ron , anti other materials, reflect the necessity of conserving 
cri t ical materials. 

In nuny cases i t is possible to plan f o r f u t u r e outlets and 
connetfi( .ns w h i c h are not inc luded as a part o f the or ig ina l 
instal lat ion. 
HLl'MBINC AND FIRE PROTECTION 

T h e condi t ions a p p l y i n g to many materials used in heating 
are also applicable to p l u m b i n g w o r k . 

T h e j-roducers o f p l u m b i n g equipment are endeavoring to 
f ind substitutes f o r equ ipmen t where the use o f cr i t ical materials 
must he cont inued u n t i l non cr i t i ca l materials are available. 

Cast i ron fittings o f s j x c i a l i lesign con ta in ing a lead insert 
have been devised to take the place of brass ferrules and solder 
i n g nipples. 

Special lead t rap covers and trap screws w i l l also e l iminate 
the use of brass. 

Ki tchen sink and tub t r m b i n a t i o n s of soapstone are avail­
able, in lieu o f enameled i r o n or steeL In many cases i n i n ­
dustr ia l and laboratory instal la t ions, marble, slate or soapstone 
may be substitutetl i n place o f metal . 

In connection w i t h l ire protect ion ecjuipment, housings o f 
automatic control equ ipmen t and signal devices, fo rmer ly made 
of cast a l u m i n u m , are now made of cast i r o n black enameled. 

In the manufac ture of prefabricated shower cabinets non 
cr i t ica l materials have been substituted for the steel fo rmer ly 
employed. 
ELEVATORS 

N e w l y developed designs o f wood cabs are available, to 
take the place o f metal cabs, and accessories such as handrails 
and k ick plates, and entrance treatment may be of W I K X I f inish or 
of ebonized w o o d , w i t l i l i g h t i n g f ixtures, car opera t ing panels 
and posi t ion indicators, of steel latcjuered to match bronze i f 
desired. 

Threshold and w rench hole plates are available o f cast i ron , 
instead o f bronze or n ickel si lver, and tar gates, o f the collapsible 
type, o f cold ro l l ed steel. Parkerized and lacquered in b la tk or 
in standard bronze color . 
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MfLCoR STEEL) COMPANY 

I J U i l l I t l G O 

t h a n e u e r . . . f o r t h e 

S T E E l E R R i n B U I L D I H G 

The moment fighting stops, steel will turn from 
its temporary—but vital—job of winning the war, 
to the uses of peace. • For these uses, steel 
will be more abundant — and probably more 
economical — than ever before in history. Tre­
mendous wartime expansion of steel-producing 
facilities makes that a certainty. • The strong 
trend toward greater use of steel in building has 
been a result of its natural advantages as a ma­
terial, and of improved forms and applications 
developed during the past decade. This trend 
is merely interrupted by war; it can't be stopped. 
• Milcor has been in the forefront of these 
modern developments. Milcor quality products, 
as they become available, will again set the 
standards in their respective fields of applica­
tion — delivering the well-known Milcor per­
formance which redounds to the credit of you 
who specify, sell, or install them. Look to Milcor, 
in the future as in the past, for the latest 
advances in fireproof construction with steel. 

Milcor Roof Deck 
A bas ica l ly sound type of industrial 
c o n s t r u c t i o n that h e l p e d to speed 
u p c o m p l e t i o n of vital war p lant s . 

Milcor Metal Trim 
Usage greatly expanded, design and applica­
tion e x t e n s i v e l y i m p r o v e d during the recent 
10-year period of large-scale projects in housing. 

Milcor Solid Partition System 
A preferred type of fire-safe construc­
tion made economically practical lor 
wide use in many types of buildings. 

Milcor Steel Stud 
New technigue indicates probabil 
that complete houses will be frame-
with this light-weight material. 


